View taken April 10, 1961, showing, from left to right, status of 3" to 6", natural sand, and heavy-media sand stockpiles. During the previous week ending at 8:00 a.m., April 8, 1961, 42,200 cubic yards of concrete were placed, requiring 6883 tons of 3" to 6", 14,092 tons of natural sand, and 2117 tons of heavy-media sand. See Photograph P-557-420-00904.

Contractor: Merritt-Chapman and Scott Corporation, Contract No. 14-06-0-2403, Specs. No. DC-4889, 4-10-61

C. R. Long
Glen Canyon Unit -- C.R.S.P.

View of progress in the dam and power plant from the footbridge.

Placement is in progress in Block 10-A to elevation 3172.5.

View of power plant and dam construction from the downstream cofferdam. Outlet pipes have been placed to a point 50 feet downstream from the "m" line. Contractor: Merritt-Chapman and Scott Corporation. Contract No. 14-06-B-2403, Specs. No. DC-4825. 4-13-61 C. R. Long
Glen Canyon Unit--C.R.S.P. View taken April 17, 1961, showing, from left to right, status of 3" to 6", natural sand, and heavy-media sand stockpiles. During the previous week ending at 8:00 a.m., April 15, 1961, 42,519 cubic yards of concrete were placed, requiring 7124 tons of 3" to 6", 14,405 tons of natural sand, and 2351 tons of heavy-media sand. See Photograph P-577-420-09807. Contractor: Merritt-Chapman and Scott Corporation, Contract No. 14-06-D-3403. Specs. No. DC-4285.

4-17-61 C. R. Long
Glen Canyon Unit—C.R.S.P.


A. E. Turner

C. R. Long
Merritt-Chapman and Scott Corporation, Contract No. 1A-06-D-2403. Specs. No. DC-4825. 4-27-61

View taken April 24, 1961, showing, from left to right, status of 3" to 6", natural sand, and heavy-media sand stockpiles. During the previous week ending at 8:00 a.m., April 22, 1961, 41,537 cubic yards of concrete were placed, requiring 6395 tons of 3" to 6", 13,747 tons of natural sand, and 1950 tons of heavy-media sand. See Photograph P-577-420-05920. Contractor: Merritt-Chapman and Scott Corporation, Contract No. 1A-06-D-2403. Specs. No. DC-4825. 4-17-61